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Lembar data produk
Karakteristik

E32D20NA
S-Classic - 250V 20AX - 2-pole switch with neon -
1 gang - white

Main
Range S-Classic
Product or component type Switch
Device application Control
Switch application Lighting
Quantity per set Set of 1

Complementary
Control type Rocker
Actuator Rocker
Switch function 2-pole
Number of gangs 1 gang
Pilot light Red neon indicator
Device mounting Flush

Surface
Rated current 20 AX at 250 V AC
Material PC (polycarbonate) white for plate

PC (polycarbonate) white for dolly
PA66 black for base

Embedding depth 18.7 mm
Height 87 mm
Width 87 mm
Depth 35.1 mm

Environment
Ambient air temperature for operation -5...40 °C
Relative humidity 0...95 %
Standards BS EN 60669-1

GB 16915.1
IEC 60669-1
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MS IEC 60669-1
SS 227-1

Offer Sustainability
Sustainable offer status Green Premium product
RoHS (date code: YYWW) Compliant  - since  0841  -  Schneider Electric declaration of conformity

Schneider Electric declaration of conformity

REACh Reference not containing SVHC above the threshold
Reference not containing SVHC above the threshold

Product environmental profile Available
Product end of life instructions Need no specific recycling operations

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=743015&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=743015&lang=en-us

