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Lembar data produk
Karakteristik

US31TV_000
1 Gang TV Socket Module

Price* : 273900,00 IDR

Main
Range of product Ulti
Product or component type TV slave/master socket module
Number of gangs 1 gang
Switch function AC connector socket module

Complementary
Number of cables 1 5...8 mm²

1 0.5...2 mm²
Wiring device mounting Flush

Surface
Fixing mode By screws
Distance between centers 60.3 mm
Return loss >= 14 dB 125...860 MHz input

>= 14 dB 5...68 MHz input
>= 14 dB 5...68 MHz TV-port
>= 14 dB 5...860 MHz output

Width 87 mm
Height 87 mm
Depth 34.7 mm

Environment
Ambient air temperature for operation -5...40 °C
Relative humidity 0...90 %
Environmental characteristic No UV resistant
Operating altitude <= 2000 m
Standards EN 50083-2

IEE 16th edition
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Offer Sustainability
Sustainable offer status Green Premium product
RoHS (date code: YYWW) Compliant  - since  1809  -  Schneider Electric declaration of conformity

Schneider Electric declaration of conformity

REACh Reference not containing SVHC above the threshold
Reference not containing SVHC above the threshold

Product environmental profile Available
Product end of life instructions Need no specific recycling operations

Contractual warranty
Warranty period 18 months

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=431690072&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=431690072&lang=en-us

